S5000mm

DOUBLE SURFACE DRESSED
IN ACCORDANCE WITH CLAUSE
919 OF THE NRA SPECIFICATION

MIN 1 IN 40
CROSSFALL

-

llllllllllllllllllllllllllllllllllllll

lllllllllllllllllllllllllllllllllllllllllllllllllllllll
lllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll

FOR ROADWORKS.
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MIN 1 IN 40
CROSSFALL
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150mm SUB=BASE WITH
MATERIAL ZOMPLYING WITH
CL.BO4 OF THE NRA
SPECIFICATION FOR ROADWORKS

NOTES:
CENTRE OF ACCESS ROAD TO BE
150mm ABOVE GROUND LEVEL

DOUBLE SURFACE DRESSING

10mm CRUSHED ROCK CHIPPINGS AT RATE OF 9—12Kg/m'

AND CATOINIC BITUMEN EMULSION AT RATE OF 1.3 TO 1.6L/nf
ON

14mm CRUSHED ROCK CHIPPINGS AT RATE OF 12—15Kg/r

AND CATIONIC BITUMEN EMULSION AT RATE OF 1.2 TO 1.6L/m"

----------------

J00mm CAPPING LAYER
CLASS 6F1 or 6F2 MATERIAL
IN ACCORDANCE WITH TABLE

6/1 OF THE NRA SPECIFICATION
FOR ROADWORKS.
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FILTER DRAIN

SCALE 1:50
80 x 60 x 25 mm R.H.S.
TOP_ AND BOTTOM MEMBERS
GATE LEAVES 3.5 m AND OVER.
RIBBED BLACK
PLASTIC TOP CAPS
60 x 60 x 2 mm R.H.S.
140 WELDED OUTER FRAME
/ \ 2090
23 x 25 x 1.5 mm R.H.S.
110 WELDED™ TUBULAR INFILL, "WITH
/r 110 CLEAR DISTANCE BETWEEN
25 mm DIA. REAR—HUNG
FULLY ADJUSTABLE HINGES, A
180 DEG. INWARD OPENING L .
N FREE STANDING GATE POSTS WITH
' R RIBBED BLACK PLASTIC OR WELDED STEEL
s TOP CAPS AS APPROPRIATE
Q i F E.G.L.
Lr:l\y " ! v
j | *
40 i
M~
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25 mm DIA.REAR—HUNG FULLY
ADJUSTABLE HINGES, 180 DEG.
INWARD OPENING

60 x 15 mm R.S.F.
FFSET HINGE BRACKET

%nw' c%?.n ETNFEDDENTFRS rf‘er %EEE kTEtT:'
WELDED TO INSIDE FACE OF LEAVES.

SUPPLIED COMPLETE WITH 3 nR.
GROUND SOCKETS

CONCEALED MORTICE LOCK AND

INTERLOCKING SLAM PLATE, KEY

ONLY OR HANDLE OPERATED.
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60 x 60 x 2 mm R.H.S.
WELDED OUTER FRAME

DETAIL 2

ENTRANCE GATE DETAILS

SCALE 1:25

20 X 20 % 1.9 mm RHS.

WELDED TUBULAR INFILL, WITH
110 CLEAR DISTANCE BETWEEN

0.5m x 0.5m
ANCHOR TRENCH

1. 20mm , S0mm
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DETAIL 6

N N N\

®
020002020 %0 2%

SAFETY ROPE

PROTECTIVE
GEOTEXTILE

2mm HIGH DENSITY
POLYETHYLENE GEOMEMBRANE
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DETAIL 3

FORMATION

LEACHATE POND CONSTRUCTION

SCALE 1:100

SURFACING: 50mm ROLLED ASPHALT WEARING
COURSE TO CLAUSE 910 OF THE NRA SPECIFICATION

FOR ROADWORKS

ROADBASE: 50mm MINIMUM OF DENSE BITUMEN MACADAM

BASECOURSE (20mm AGGREGATE) TO CLAUSE 906 OF
THE NRA SPECIFICATION FOR ROADWORKS

SINGLE LAYER OF GEOGRID
REINFORCEMENT ACROSS

1.0m THICK ENGINEERED
CLAY LINER

3/9x190mm IN—-SITU CONCRETE

150, 190 KERB (CONCRETE TO BE CLASS 35/20)
100, E 29 . |
150 TOPSOIL / Ei
R G

10/40 CONCRETE
BACKING

SUBBASE: 250mm MINIMUM OF GRANULAR MATERIAL IN

ACCORDANCE WITH CLAUSE 804 OF THE NRA

SPECIFICATION FOR ROADWORKS.

ASPHALT PAVEMENT CONSTRUCTION

SCALE 1:50
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DETAIL 5

IN-SITU KERB
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BARBED WIRE HOLES Y@ . 4M TO 6M CENTRE OF POSTS o
% BARBED WIRE TYPICAL
$ l_ e —+e ﬂ-l: % : 99 - - B i -:_ : _:
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DETAIL 4

BOUNDARY FENCE

SCALE 1:50

SCALE 1:10
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