
PLANTING SCHEDULE

PROPOSED ROWAN, MOUNTAIN ASH, BEECH
OR HAWTHORN TREES - MAX HEIGHT 9m @ 3m Centers

PROPOSED HEDGEROW OF WHITETHORN, DOG
ROSE/HONEYSUCKLE IVY AND BRAMBLE SHRUBBERY
@ 300mm Centers

PROPOSED TIMBER & RAIL FENCING

COMMOMN NAME
 DOG ROSE
 HONEYSUCKLE
 BRAMBLE

SCIENTIFIC NAME
 ROSA CANINA
 LONICERA PERICIYMENUM
 RUBES FRUCTICOSOS

NOTE: ALL PLANTING TO TAKE PLACE DURING THE PLANTING SEASON FROM
THE 1ST OF OCTOBER TO THE 31ST OF MARCH

LANDSCAPING SPECIFICATION

ALL SITE WORKS ARE TO BE DONE IN ACCORDANCE WITH THE
DEPARTMENT OF ARGICULTURE FISHERIES AND
FOOD,"MINUMIUM SPECIFICATIONS FOR SCREENING BELTS
AND SHELTER BELTS FOR FARM YARDS AND FARM BUILDINGS"
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Existing Entrance to be
constructed as per previous
Planning Permission 2135.

Existing Hedge to be
thickened up as required.

Existing Hedge to be
thickened up as required.

Silt Trap

Two Way Sluice
Valve

Storm water to existing
piped water course

Two Way Sluice
Valve

Existing Hedge to be
thickened up as required.

Service Road
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Service Road
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Service Road

Service Road

SITE NOTICE " X "

Existing Buildings

Site Outlined In Red

Proposed Storm Drainage

Proposed Foul Sewer (Wash Out)

Existing Watercourse

Gradient to bell mouth
entrance to be not greater
than 2% (1 in 50) sloping
away from public road, for
a distance of 6 meters from
the edge of the existing
public road.

Stoned Area

Turning Area

Existing Hedge to be
thickened up as required.

Existing Hedge to be
thickened up as required.

95m of Existing Hedge to
be removed and drain
piped and filled to allow
for development
.
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Ex-Storm Line

Two Way Sluice
Valve

Silt Trap

Storm water pipe to existing water

course to be decommissioned.

Underground Wastewater
Storage Tank (148.5m3)

Underground Wastewater
Storage Tank

Underground Wastewater
Storage Tank

GAS Tanks

SITE NOTICE " X " " X "

225mm Storm Line

Storm Line

Attenuation Tank 2

NOTE:
2 No. Attenuation Tanks to be installed. Total
volume to be as per Environmental Engineers
recommendations (530.66m3 Total Volume)
with a 4.19l/s Hydrobrake Optimum Flow
Control Devise. Attenuation Tank 1

Storm water to
existing water course

Site Area " A " and outlined in RED is 27.40 Acres /
11.09 Hec Including Service Road.
Singed: Myles O Reilly

Existing Hedge to be
thickened up as required.
(Landscaping)

Existing Hedge to be
thickened up as required.
(Landscaping)

Existing Hedge to be
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(Landscaping)
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thickened up as required.
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Surface water to existing
piped water course
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PLANTING INDEX

Crataegus Monogyna

   QTY

Beech 14-16 cm 40  20

20

Sorbus Aucuparia Rowan 12-14 cm

MATURITY

Fagus Sylvatica

2035yrs

20

12-14 cmAshFraxinus excelsior

yrs

30yrs

 COMMON
KEY BOTANICAL NAME NAME SIZE

Hawthorn 12-14 cm 10yrs

WHITETHORN, DOG
ROSE/HONEYSUCKLE IVY AND
BRAMBLE SHRUBBERY @ 300mm
Centers 160m of Hedge to be Planted

6004yrs12-14 cm
WHITETHORN, DOG
ROSE/HONEYSUCKLE IVY
AND BRAMBLE SHRUBBERY Hedge

Alnus Glutinosa 20Alder 12-14 cm 35yrs

Wash Tank Plan

Section

Front Elevation Front Elevation

Side Elevation

All Concrete Finishes
to S101, S150

All Concrete Finishes
to S101, S150

All Concrete Finishes
to S101, S150

All Concrete Finishes
to S101, S150

All Concrete Finishes
to S101, S150

All Concrete Finishes
to S101, S150

NOTE:
2 No. Attenuation Tanks to be installed. Total
volume to be as per Environmental Engineers
recommendations (530.66m3 Total Volume) with a
4.19l/s Hydrobrake Optimum Flow Control Devise.

Attenuation Tank 2 to be 10m x 7.5m with a
capacity of 250m3 with 300mm freeboard.
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Proposed Construction of 1 no Freerange Broiler House and all
ancillary  works at Creeve, Latton, Castleblayney, CO. Monaghan.
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